komfovent

DECLARATION OF PERFORMANCE
Nr. E031116IJM2

1. Unique identification code of the product-type: circular OS and rectangular ducts OF, circular and rectangular
fittings, circular (AGRJ) and rectangular (SRC,SRU,SRT) dampers, silencers (STS, AGS, SPS, ASGS), cleaning
openings POT POF,PPF

2. Type, batch or serial number or any other element allowing identification of the construction product: OS-[100-1250],
AT[p,1]-[45-90]-[100-1250], M[T,YT,l,YTI]-[100-1250], AK[T,TT]-[100-1250], APT[ ,p,S]-[100-1250], PCTp-[125-
315]-[100-250], P[CT,ET]-[125-1250]-[100-1000], A[OT,OTS,OTp,ET]-[0-45]-[100-1250]-[100-1250], TR[T,KT]-
[0-45]-[100-630]-[100-500], KTRT-[100-630]-[100-500], KT-[100-315]-[100-315], KU-[125-315], MKRT-[100-
250], OF-[100-2000]x[100-2000], A[F,FX]-[45,90]-[100-2000]x[100-2000], S[AF,SF,AFX,SFX]-[100-2000]x[100-
2000]-[100-1250]-[100-2000]x[100-2000]-[L,V1, APP[F,FX]-[100-2000]x[100-2000]-[400-1000]-[350-1400],
A[PF,OF KF,KTF,PFX,0FX,KFX,KTFX]-[0,45]-[100-2000]x[100-2000], IPR-[100-400], POT-[100-400], POF-
[450-1250], PPF-[80-350]x[350-450], A[GS,VGS,LGS,SGS,VSGS]-[0,90]-[100-630]-[50,100]-[900-1200]-[_,M,S],
STS-[100-200]-[100-200]-[200-2400]x[300-2400]-1250-S, AG[RJ,UJ]-[R,M]-[100-1000], SR[C,T,U]-[R,M]-[100-
2000]x[100-2000], ASP-[100-500]-50-900, SSPF-[100-1200]x[100-1200]-50-[100-900], SSKS-[300-850]-900-M,
DSF-[220-710]-10.

3. Intended use or uses of the construction product, in accordance with the applicable harmonized technical

specification, as foreseen by the manufacturer: ventilation system parts are designed to extract or supply the air to the
premises, regulate the air in ventilation systems. Products can be installed together or in separate systems

4. Name, registered trade name or registered trade mark and contact address of the manufacturer: UAB Komfovent, code
124130658 Ozo street. 10, Vilnius, phone.+370(5) 2300 585,info@komfovent.com

5. Where applicable, name and contact address of the authorized representative whose mandate covers the tasks: NPD
6. System or systems of assessment and verification of constancy of performance of the construction product: system 4
7. Name and identification number of the notified body: NPD

8. Name and identification number of the Technical Assessment Body: NPD

9. Declared performance:

Essential characteristics Performance Technical specification
All parts are made from DX51D+Z275 (chemical LST EN10346:2009 Continuously hot-dip coated
galvanized steel passivation. Zinc thickness | steel flat products - Technical delivery conditions

2759/m2)

Air dampers SRC, SRU, Class 2 LST EN 1751:2014 Ventilation for buildings - Air
SRA tightness class terminal devices - Aerodynamic testing of damper
Air dampers AGUJ valve Class 4 and valves
tightness class
Circular and rectangular Class C LST EN 12237-2003 Ventilation for buildings -
ducts and fittings leakage Ductwork - Strength and leakage of circular sheet
class metal ducts

LST EN 1507-2006 Ventilation for buildings -
Sheet metal air ducts with rectangular section -
Requirements for strength and leakage

LST EN 15727:2010 Ventilation for buildings -
Ducts and ductwork components, leakage
classification and testing

Painting Class C3 1SO 12944-5:2007 Paints and varnishes -
Corrosion protection of steel structures by
protective paint systems - Part 5: Protective paint
systems

UAB KOMFOVENT, Ozo g. 10, LT-08200 Vilnius, Lietuva, tel. +370 (5) 2300585, info@komfovent.com www.komfovent.com



komfovent

Dimensions of rectangular

duct

B=0...499mm Thickness 0,5mm
B=500....1499mm Thickness 0,7mm
B=1500....2000mm Thickness 0,9mm

Maximal permissible excess | 1500 Pa
Or vacuum pressure in
rectangular air duct

Maximal permissible excess | 3000 Pa
Or vacuum pressure in
circular air duct

The declaration is valid according to the manufacturer's instructions installed and operating devices and parts
if for device or part was not made a change.

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed:

Head of technical department Jonas Mikalauskas, Vilnius 2018 02 27 r_ﬂ(”"/‘?

\N
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VYHLASENIE O PARAMETROCH
¢. E031116JM2

l. Jedine¢ny identifikaény kod vyrobku: kruhove OS a hranaté OF potrubie, kruhové a hranaté prislusenstvo,
kruhové (AGRJ) a hranaté (SRC,SRU,SRT) klapky, timice (STS, AGS, SPS, ASGS), servisny otvor POT POF,
PPF

2. Typ, Cislo vyrobnej varky alebo sériové Cislo, alebo akykol'vek iny prvok umoziujici identifikaciu stavebného

vyrobku: 0S-[100-1250], AT[p,!]-[45-90]-[100-1250], M[T,YT,I,YTI]-[100-1250], AK[T,TT]-[100-1250],
APT[ ,p,S]-[100-1250], PCTp-[125-315]-[100-250], P[CT ET]-[125-1250]-[100-1000], A[OT,OTS,0Tp,ET]-
[0-45]-[100-1250]-[100-1250],  TR[T,KT]-[0-45]-[100-630]-[100-500], ~ KTRT-[100-630]-[100-500],  KT-
[100-315]-[100-315], KU-[125-315], MKRT-[100-250], OF-[100-2000]x[100-2000], A[F,FX]-[45,90]-
[100-2000]x[100-2000],  S[AF,SF,AFX,SFX]-[100-2000]x[100-2000]-[100-1250]-[100-2000]x[100-2000]-[L,V],
APP[F,FX]-[100-2000]x[100-2000]-[400-1000]-[350-1400],  A[PF,OF KF,KTF,PFX,0FX,KFX,KTFX]-[0,45]-
[100-2000]x[100-2000],  IPR-[100-400], POT-[100-400], POF-[450-1250], PPF-[80-350]x[350-450],

A[GS,VGS,LGS,SGS,VSGS]-[0,90]-[100-630]-[50,100]-[900-1200]-[ ,M,S], STS-[100-200]-[100-200]-
[200-2400]x[300-2400]-1250-S, ~ AG[RJ,UJ]-[R,M]-[100-1000],  SR[C,T,U]-[R,M]-[100-2000]x[100-2000],
ASP-[100-500]-50-900, SSPF-[100-1200]x[100-1200]-50-[100-900], SSKS-[300-850]-900-M,  DSF-

[220-710]-10.

3. Zamyslané pouzitie alebo pouzitie stavebného vyrobku, ktoré uvadza vyrobca v sulade s uplatnitelnou
harmonizovanou technickou $pecifikdciou: sucasti vetracieho systému su urcené na odvod alebo privod vzduchu do
priestorov a regulovanie vzduchu vo vetracich systémoch. Produkty mozu byt instalované spolocne alebo
samostatne v systémoch.

4. Meno, registrované obchodné meno alebo registrovana obchodna znamka a kontaktna adresa vyrobcu: UAB
Komfovent, k6d 124130658 Ozo street. 10, Vilnius, c¢islo:+370(5) 2300 585,info@komfovent.com

5. V pripade potreby meno a kontaktna adresa splnomocneného zastupcu, ktorého splnomocnenie zahifia: NPD

6. Systém alebo systémy posudzovania a overovania nemennosti parametrov stavebného vyrobku: systém 4
7. Meno a identifikacné ¢islo notifikovaného organu: NPD
8. Meno a identifika¢né ¢islo organu pre technické posudzovanie: NPD

9. Deklarované parametre:

Podstatné viastnosti Parametre Technické Specifikacie
Vsetky diely su DX51D+Z275 (Chemickd LST EN10346:2009 Kontinudalne  Ziarivo
vyrobené z pasivacia. Hrubka zinku pokované pasy a plechy z konsStrukcnej ocele -
pozinkovanej ocele 275g/m2) Technické dodacie podmienky.
Trieda tesnosti klapiek Trieda 2 LST EN 1751:2014 Vetranie budov - Koncové
SRC, SRU, SRA sucasti - Aerodinamické skusky klapiek a ventilov.
Trieda tesnosti klapiek Trieda 4
AGUJ
Trieda netesnosti Trieda C LST EN 12237-2003 Vetranie budov - Potrubnad
kruhovych a hranatych siet - Pevnost a tesnost kovovych plechovych
potrubi a prislusenstva vzduchovodov kruhového prierezu.

LST EN 1507-2006 Vetranie budov - Kovové
hranaté vzduchovody - Poziadavky na pevnost a
presnost.

LST EN 15727:2010 Vetranie budov -
Vzduchovody a sucasti vzduchovodov,
klasifikdcia tesnosti a skusanie.

Natery Trieda C3 ISO 12944-5:2007 Naterove latky -
Protikorozna ochrana ocelovych konStrukcii
ochrannymi naterovymi systémami - Cast’ 5:
Ochranné naterové systémy.
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Rozmery hranatého

potrubia

B=0...499mm Hrubka 0,5mm
B=500....1499mm Hrubka 0,7mm
B=1500....2000mm Hrubka 0,9mm
Maximalny pripustny 1500 Pa

pretlak alebo podtlak v

hranatom potrubi

Maximalny pripustny 3000 Pa

pretlak alebo podtlak v

kruhovom potrubi

Toto vyhlasenie je platné len pre zariadenia a sucasti, ktoré su instalované a prevdadzkované podla navodu
vyrobcu a ktoré neboli akokolvek upravené.

Parametre vyrobkov uvedenych v bodoch 1 a 2 st v zhode s deklarovanymi parametrami v bode 9.
Toto vyhlasenie o parametroch sa vydava na vyhradnu zodpovednost’ vyrobcu uvedeného v bode 4.

Podpisany:

Vedtci technického oddelenia Jonas Mikalauskas, Vilnius 2018 02 27 r—ﬂc"kp

N
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